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Optical Interface for Ethernet Services

Ethernet Card for Packet Aggregation or Routing

Scientific-Atlanta’s Prisma IP™ optical access switches deliver a new level of carrier-class reliability and
performance to Metropolitan Area Networks (MANs). This packet-based platform provides full support for legacy
voice and circuit services, while delivering a range of new differentiated data services.

Ethernet has emerged as the dominant LAN technology, and Gigabit Ethernet is rapidly becoming the key
interface for metro Ethernet access. The Prisma IP Gigabit Ethernet line card provides carriers with a flexible
interface to support applications such as rate limiting Virtual LAN (VLAN), and Ethernet/IP aggregation services.
This standards-based interface card offers support for rate-limiting capabilities, packet aggregation, routing, and
superior bandwidth management. Prisma IP is based on Resilient Packet Transport (RPT), a superset of the
emerging Resilient Packet Ring (RPR) protocol (IEEE 802.17). Prisma IP provides carrier-class service for
metropolitan optical networks requiring the highest level of availability, survivability, and scalability.

Features

IEEE 802.3 compliant

Modular GBIC form factor interfaces

Hot swappable without service interruption

Forwarding and queuing

High packet throughput for line-rate forwarding

Individual port assignment to wire or routing modes
Rate-limiting of bandwidth per individual port

Short, intermediate, and long-reach optics

Compatible with both M-Series and C-Series Prisma IP chassis

Metro Ethernet Transport, Routing and Aggregation

The Prisma IP Gigabit Ethernet line card is optimized for
IP/Ethernet transport and aggregation and provides Layer 2/3
support for switching and routing. User ports can be configured
for wire transport or for dynamic routing. Bandwidth provisioning
in 64 Kbps increments is provided for each individual user port or
VLAN. Classification of packets per DiffServ is provided for up to
three different classes. The Gigabit Ethernet line card supports
several fiber interfaces and offers auto-sensing/auto-negotiating
ports. These fiber interfaces include short, intermediate and
long-reach optics. Intra-card routing and switching is provided
via an internal routing table and switch fabric located on each
individual card. The Gigabit Ethernet line card can be used as
an aggregation point into a core WAN or other metro ring.
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Specifications

Prisma IP Gigabit Ethernet Line Card Specifications

Width

Single slot

Operating temperature

0° to 50°C / 32° to 122°F
(extended operation above 40°C / 104 °F not recommended)

Storage temperature

-40°C to 70°C / -40°F to 158°F

Humidity 5% to 85% (non-condensing)
Power 45 watts
Number of ports per card 2 ports per card
Specifications - 1000 SX short wave multi-mode Laser 850 nm, up to 550 m
- 1000 LX long wave single-mode Laser, 1310 nm, up to 10 km
- 1000 LX-H long wave single mode Laser, 1550 nm, up to 70 km
Protocols 802.1 p/Q, OSPF, MPLS
Standards IEEE 802.3z
Connectors Type SC GBICS
- SX
-LX
- LX-H
Protection N/A

Performance parameters

Packet loss statistic

Errored packets

Conforms to statistics RFC2665

Provision parameters (per port)

- Maximum burst rate

- Committed bandwidth

- Full duplex

- Protected or unprotected service

- Class of Service

Port classifications

Per DiffServ model

- Express forwarding (toll-quality)

- Assured forwarding

- Best effort

Non-conformance options (per port)

- No action

- Discard excessive packets

- Mark down to next class

Agency compliance

Safety: UL, CUL & TUV

Emissions: FCC Part 15B & CE

Telecom requirements:
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All other trademarks shown are trademarks of their respective owners.

Specifications and product availability are subject to change without notice.

© 2006 Scientific-Atlanta, Inc. All rights reserved.

Scientific-Atlanta, Inc.
1-800-722-2009 or 770-236-6900
www.scientificatlanta.com Part Number 748930 Rev C

May 2006



	Ethernet Card for Packet Aggregation or Routing
	Features
	Metro Ethernet Transport, Routing and Aggregation

	Specifications
	Prisma IP Gigabit Ethernet Line Card Specifications



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 600
  /ColorImageDepth 8
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 600
  /GrayImageDepth 8
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /FlateEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


